
MULTICOLOUR CEILING LIGHT
Installation and Operation Manual 

Specifications Dimensions 

Installation for ceiling surface mounting: 

Mark Lighting Ltd

Part number
Rated voltage ~ 170-240V
Frequency 50/60Hz 
Power Output
Colour 
Lumens 

3000k/4000k/6500k 

IP Rating IP44

12W 18W

M3CL12-18

Beam Angle
Power Factor

Working Hours

CRI

110
>0.9

30000h

>80

Description:
It adopts high brightness and high quality LED as luminous body with constant current driver. Low power 
consumption, long lifespan, and high safety. Housing is made of anti-UV and heat-resistant plastic, which 
looks elegant and stylish.
Good thermal management ensures stable working of LED, and controls light attenuation e�ectively. Perfect 
optical design ensures light softly and evenly.
Easy to operate, Instant lighting on, no �ickers, no glare. Free of lead, mercury and other harmful substances.
This product is widely used in shopping mall, hotel, restaurant, suitable for houses and o�ces. 
Can replace compact �uorescents (CFL) Downlights, Surface lights, and has many other applications.

Info@marklighting.co.uk
www.marklighting.co.uk

+44 (0) 193 424 9303

21.5 mm

220 m
m

1080/1200/1140Lm 1440/1710/1530Lm
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LED RAINBOW CEILING LIGHT INSTRUCTION 
Description： 

It adopts high brightness and high quality LED as luminous body with constant current driver. Low power consumption, long 

lifespan, and high safety.Housing is made of anti-UV and heat-resistant plastic, which looks elegant and stylish. 

Good thermal management ensures stable working of LED, and controls light attenuation effectively. Perfect optical design 

ensures light softly and evenly. 

Easy to operate,Instant lighting on, no flickers, no glare. Free of lead, mercury and other harmful substances. 

                                          This product is widely used in shopping mall, hotel, restaurant and etc. It’s the good substitute of halogens. 

Notes: 
 Only qualified electrician is allowed to do the installation, maintenance and inspection for safety. It is dangerous for 

non-professional operator.  

 Could be installed by ceiling surface mounting and and recessed kit. 

 Do not install the product in any places with high temperature or humid. 
 75mm space should be left around the product for ventilation, no cover on the light at any time 

 Storage conditions: room temperature, dry environment. 

Installation for ceiling surface mounting:  
Picture 1. Turn off the power. 
Picture 2. Fix the metal bracket of the light on the ceiling (the expansion screw should be fixed before fixing the bracket).  
Picture 3.    Put the silicone wire cover on the mains cable. 
Picture 4.    Insert the city power connecting line into the quick connector of the fixture , and make sure connecting is right. 
Picture 5.    Dial the switch on the back of downlight,to choose needed CCT and power. 
Picture 6.    fixed the wiring cover tightly by screwer. 
Picture 7. Turn the lamp clockwise and fix the lamp on the ceiling. 
Picture 8.    Double-check everything is connected well, and then turn on the power. 
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Installation for recessed: 

Picture 1. Turn off the power. 
Picture 2. Drill a suitable hole on ceiling according to below cutout size of different item. 
Picture 3.    Put the silicone wire cover on the mains cable. 
Picture 4.    Connect the electrical supply cable to the terminal block on light fixture, and select expected CCT and watt by DIP switch. 
Picture 5.    fixed the wiring cover tightly by screwer. 
Picture 6.    Slide the bracket into the fixture slot. 
Picture 7.    Attach the spring bracket accessories to the bracket of the lamp,the extended fan structure in the middle of the spring bracket corresponds to the 

oval hole at the end of the lamp bracket. 
Picture 8.    Press and slide the spring bracket to adjust to proper installation position. 
Picture 9.    Pinch the install springs on both sides of the lamp,push the lamp body into the mounting hole,the hanging ears spring back automatically to 

ensure the lamp is securely installed. 
Picture 10.   Double-check everything is connected well, and then turn on the power. 
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Picture 1. Turn o� the power.
Picture 2.  Fix the metal bracket of the light on the ceiling (the expansion screw should be �xed before �xing the 
bracket).
Picture 3.    Put the silicone wire cover on the mains cable.
Picture 4.    Connect the live and neutral wires to the correct terminals, this should only be done by a quali�ed 
electrician.
Picture 5.    Dial the switch on the back of downlight, to choose needed CCT and wattage. 
Picture 6.    Replace the cable cover and tighten the screws to secure it.
Picture 7. Turn the lamp clockwise and �x the lamp on the ceiling.
Picture 8.    Double-check everything is connected well, and then turn on the power.
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Installation for recessed: 

Picture 1. Turn off the power. 
Picture 2. Drill a suitable hole on ceiling according to below cutout size of different item. 
Picture 3.    Put the silicone wire cover on the mains cable. 
Picture 4.    Connect the electrical supply cable to the terminal block on light fixture, and select expected CCT and watt by DIP switch. 
Picture 5.    fixed the wiring cover tightly by screwer. 
Picture 6.    Slide the bracket into the fixture slot. 
Picture 7.    Attach the spring bracket accessories to the bracket of the lamp,the extended fan structure in the middle of the spring bracket corresponds to the 

oval hole at the end of the lamp bracket. 
Picture 8.    Press and slide the spring bracket to adjust to proper installation position. 
Picture 9.    Pinch the install springs on both sides of the lamp,push the lamp body into the mounting hole,the hanging ears spring back automatically to 

ensure the lamp is securely installed. 
Picture 10.   Double-check everything is connected well, and then turn on the power. 
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Picture 1. Turn o� the power.
Picture 2. Drill a suitable hole on ceiling according to below cutout size of di�erent item.
Picture 3.    Put the silicone wire cover on the mains cable.
Picture 4.    Connect the electrical supply cable to the terminal block on light �xture, this should only be done 
by a quali�ed electrician, and select expected CCT and watt by DIP switch.
Picture 5.    Replace the cable cover and tighten the screws to secure it. 
Picture 6.    Slide the metal bracket into the slots and twist to secure
Picture 7.    Attach the spring bracket accessories to the bracket of the lamp,the extended fan structure in the 
middle of the spring bracket corresponds to the oval hole at the end of the lamp bracket.
Picture 8.    Press and slide the spring bracket to adjust to proper installation position.
Picture 9.    Pinch the install springs on both sides of the lamp,push the lamp body into the mounting hole,the 
hanging ears spring back automatically to ensure the lamp is securely installed.
Picture 10.   Double-check everything is connected well, and then turn on the power.

Notes:
Only quali�ed electrician is allowed to do the installation, maintenance and inspection for safety. It is dangerous for 
non-professional operator. 
Could be installed by ceiling surface mounting and and recessed kit.
Do not install the product in any places with high temperature or humid.
75mm space should be left around the product for ventilation, no cover on the light at any time.


